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Introduction



Product Range

Tecnopolimer 
Injectors

Fix nozzle

Aluminium 
Injectors 

Interchangeable 
nozzle

• 2 Injectors rail
• 3 Injectors rail
• 4 Injectors rail

• 4 Injectors rail

Interchangeable nozzle available
with following sizes (mm):
Ø1.6 Ø1.8 Ø2 Ø2.2 Ø2.4 Ø2.6 Ø2.8 Ø3.0

Rail available in differrent sizes
Ø1.6 Ø1.8 Ø2 Ø2.2 Ø2.4 Ø2.6 Ø2.8 Ø3.0

Tecnopolimer 
Injectors 

Interchangeabl
e nozzle

• Rail 4 cilindri

Interchangeable nozzle available
with following size (mm):
Ø1.6 - Ø1.8 - Ø2 - Ø2.2 - Ø2.4 - Ø2.6

Ø1.6 Ø1.8 Ø2 Ø2.2 Ø2.4 Ø2.6 Ø2.8 Ø3.0

Ø1.6 Ø1.8 Ø2 Ø2.2 Ø2.4 Ø2.6

Ø1.6 Ø1.8 Ø2 Ø2.2 Ø2.4 Ø2.6



Aluminium Injectors, Interchangeable nozzle

Injector Assemblig



Tecnopolimer Injectors, Fix nozzle

Injector Assemblig



Tecnopolimer Injectors, Interchangeable nozzle

Injector Assemblig



Mechanical Drawing



Mechanical Drawing



Injector Installation position



Injectors Characteristics



Injectors Opening and Closing Times

The Opening and Closing time of the Gas injectors are effected to the battery voltage rating and gas pressure into the 
injectors rail. All the AEB ECUs make an automatic compensation according to the Battery voltage fluctuation and gas 
pressure into the Injectors rail. Here following the opening a closing time of the AEB Injectors with nominal voltage and 
working pressure.

 Voltage: 15V

 Pressure: 1 and 2 Bar



Injectors Characteristics (Aluminium Type)



Injectors Characteristics (Aluminium Type)
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